AIR PRESSURE REGULATOR - HIGH PR. BRASS

SHRVO

SR88 (G 3/4, G1, G 1%)

FEATURES

| All brass construction.

I Developed Specially for PET Moulding machine building application.

FIRST NAME IN PNEUMATICS

PARAMETERS SPECIFICATIONS

Fluid Compressed Air

Pipe Sizes 347,17, 1"

Port Thread BSP Parellel - Standard
NPT - Optional

Type Relieving - Standard

Construction Piston Type

Adjustment Adj. Screw with lock nut

Material of Construction :

Body, Cap Valve, Piston, Adj. Screw,Nut BRASS

Bonnet, Valve Spring, Valve Stem SS 304

Regulating Spring Spring Steel

Elastomers NITRILE - Standard

Maximum Inlet Pressure

870 psi ( 60 bar)

Regulated outlet pressure ranges

17 - 175 psi (1.20 to 12 bar)
32 - 320 psi (2.20 to 22 bar)
50 - 500 psi (3.50 to 35 bar)
72 - 725 psi (5.00 to 50 bar)

Gauge Port

1/4

Pressure gauge connection

Back

Standard Nominal Flow Rate (at 20 bar supply pr.
and 4 bar pr.drop of 10 bar sec.pr.)

176 scfm (83 dm’/s) CV(3.32)

Pressure Gauge (scale) : Kg/cm? (PSl) - Standard (For Domestic Market)

Bar (PSI) - Standard (Export)

Note: Pressure gauge will not have CE, EAC and SIL3 approval..
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I AIR PRESSURE REGULATOR - HIGH PR. BRASS SHRARVD
SRS88 (G 3/4,G1, G 1%) FIRST NANE IN PNEUMATICS

Option Selector

SampIeModeINumber—>| S|R| 8|8 |-|8 |G|-|R |G|Z|--|X|X|X|-|X|X|X|

l—Position — o] 1]2]3]-[4]5]-[6]7]8][2]-[ro]11]12]-[13]14]15]
[0] [ 's=sHAvo |
PRODUCT [ R-REGULATOR |
SERIES (88 - HIGH PR. (60 BAR INLET )ALL BRASS |
PORT SIZE ooT
A= 1
MAIN PORT | GAUGE PORTS
G | BSP 1/4” BSPT
N | NPT 1/4” NPT
472 [120.0]——f
@ RELIEF R = RELIEVING
2,56 [65.0] —| —
N = No Gauge
PR. GAUGE G = WihGauge
N = 17-175psi(1.20 - 12 bar)
V = 32-320 psi (2.20 - 22 bar)
SEC. PR. RANGE Y = 50-500 psi(3.50 - 35 bar)
Z = 72-725psi(5-50 bar)
X = Standard Unit with Nitrile Elastomer % 8.31[211.0]
El Elastomers [E] = EPDM i
[V] = Fluorocarbon (Viton) |
[L] = Low Temperature Nitrile Elastomer (LNBR ‘
\
[
|
[
!
o]
R
| 2.17 [55.0]
\

SHRVO Mumbai, India. Email: shavo@shavoindia.com
2009



I AIR PRESSURE REGULATOR - HIGH PR. BRASS SKHAVO
SR88 (G 3/4, G1, G 1%4) FIRST NARE TN PREURATICS

C 0 0 CE

C 0 1 UKCA

C 0 2 CE,UKCA

E 0 0 EAC

E 0 1 EAC, UKCA

S 0 0 SIL3

S 0 1 SIL3, UKCA

Test / Approval ¢ ° ° B

G 0 1 CE, EAC, UKCA

H 0 0 CE, SIL3

H 0 1 CE, SIL3, UKCA

K 0 0 CE, EAC, 5IL3

K 0 1 CE, EAC, SIL3, UKCA

X X X Standard Units Without Any Certificatios / Approval
[0] [0] [0] Other Customer Special Requirement if Any

X X X Standard Unit Without any Compliance

A 0 1 ReHS 3 Compliance

A 0 2 REACH Compliance

A 0 3 Copper Free (Only Applicable Aluminium Version)

Compliance

A 0 4 RoHS3, REACH Compliance

A 0 5 ROHS3, REACH, Copper Free (Only Applicable for Aluminium Version)
A 0 6 RoHS3, Copper Free (Only Applicable for Aluminium Version)
A 0 7 REACH, Copper Free (Only Applicable for Aluminium Version)

Note: Option shown in the [ ] bracket are special, Please contact Sales HQ/Manufacturing.
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